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POWERTRAK INSTALLATION INSTRUCTIONS
Application for On-Edge Operation

Inspect the Packing Slip and verify the identity and quantity
of items received with the Sales Order Acknowledgement.

Remove the Powertrak Drag Chain (Trak) from the shipping
container/crate. Customer order specifications would deter-
mine method of shipping and handling employed.

Position the Trak sections at the staging or final installa-
tion site per the enclosed General Arrangement/Dimensional
drawings indentified with a part number derived from the
Gleason Reel Sales Order number appearing on the Acknowledge-
ment. The drawing should indicate proper orientation and

mounting dimensions.

The Trak sections will be setting on-edge (ie: sidechains
above and below the carrier compartment) supported by rollers
or plastic glide discs. Check to be certain all sections will
pivot in the proper direction. The smaller size Traks will
not be stable setting on-edge in short sections and may
necessitate laying them on the floor with the flexing direc-

tion upwards.

Splice the Trak sections together with the pivot/connection
fasteners supplied. The Trak joints will assemble like a
tongue-and-groove arrangement with the 1link plates having
kidney-shaped slots clevissed between the outermost 1link
plates and plastic friction discs between their surfaces.
Refer to other sidechain joints to insure proper component
arrangement. Installing the center pivot fastener position
first on each sidechain is recommended. Then pivot the trak
slightly in the proper direction and install the remaining
outer connecting fasteners. Seating torque recommendations
are shown on the Parts List (Assembly Dwg).

Install the cables/hoses as required; for two or more layers,
install the layer nearest the floor first, working upward.
The mounting brackets at the fixed and movable ends may be
secured at this time to stabilize the Trak and facilitate
cable/hose installation (refer to step #8). Smaller size
Traks and certain carrier styles will require installation of
the cables/ hoses while laying on the floor for best stabil-
ity. After installation is complete, The Trak is positioned
flexed so that half the length is resting above the lower half






