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COMPONENTES
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NOTAS IMPORTANTES PARA EL
ENSAMBLE

1. Los componentes se ensamblan 
usando el sistema 
“ALIGN–SET–TIGHTEN” 
(ALINEAR–FIJAR–APRETAR) de 
Hubell Workplace Solutions. Las 
ménsulas se fijan a las salientes de 
aluminio con tuercas para canal en 
una de las dos cavidades internas. 
Siempre instale las tuercas para 
canal con la parte más ancha 
perpendicular al riel de aluminio.

2. Todas las piezas del 
marco principal son rieles
de aluminio moldeado. 
Instale con la cavidad 
más grande hacia abajo.

3. Todas las ménsulas, el múltiple y las 
barras para contenedores son de 
acero y se embarcan con los 
accesorios para armar (gener
almente tuercas para canal) instal
ados. Tal vez sea necesario invertir 
algunas tuercas para canal 
(la cabeza del perno en el lado 
opuesto de la placa) para el 
ensamble correcto.

Descripción
La Estación de Trabajo Móvil PUSH ‘n PLACE permite al usuario rodar una estación
de trabajo totalmente equipada al lugar de trabajo, conectar una manguera de aire y
realizar la tarea requerida. Las patas deslizables opcionales, en vez de rodillos, pueden
usarse para aplicaciones semipermanentes. El riel para herramientas de 60” está
equipado con un carro para herramientas de laberinto, el cual cuenta con un adaptador
neumático de cobre. La capacidad nominal máxima es de 50 lbs. También se incluye
un múltiple neumático que se conecta al adaptador de cobre a través de una manguera
de aire de 3/8” de DI x 48” y un bastidor para colgar contenedores de plástico, el lugar
ideal para accesorios y herramientas. No se incluyen los contenedores. El compen-
sador para herramientas, la manguera de aire enrollada y la herramienta neumática
son aditamentos opcionales.

NOTA:
Antes de armar, familiarícese con las siguientes instrucciones y los nombres

de los componentes que se muestran a continuación:

DESCRIPTION

The PPPPUUUUSSSSHHHH    ‘‘‘‘nnnn    PPPPLLLLAAAACCCCEEEEMobile Workstationallows user to
roll a fully equipped workstation to the work sight, connect an
air line and perform the required tasks.  Optional glide feet
rather than casters may be used in semi-permanent applica-
tions.  The 60" tool rail is equipped with a labyrinth tool trolley
with brass air fitting.  Maximum rated capacity 50 lbs.Also
included is an air manifold which is connected to the brass fit-
ting on the trolley via a 3/8"ID x 48" air line, a shelf and a rack
for hanging plastic bins, the ideal place for hardware as well as
tools.  Bin boxes are not included.  Tool balancer, coiled air
line and air tool are optional extras.

NOTE:
Prior to assembly, become familiar with the following

instructions and names of components as shown below.

ASSEMBLYINSTRUCTIONS
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IMPORTANT 
ASSEMBLYNOTES

1.  Components are assembled 
using the Hubbell Workplace 
Solutions “ALIGN – SET– 
TIGHTEN” system.  Brackets 
are clamped to aluminum 
extrusions with track nuts in 
one of the two inside cavities.  
Always install track nuts with 
widest dimension perpendicular 
to aluminum rail.  

2.  All main frame 
members are 
extruded aluminum 
rail.  Install with large 
cavity down.

3.  All brackets, manifold, shelf and 
bin bar are steel and are shipped 
with assembly hardware (usually 
track nuts) installed.  Some track 
nuts may have to be reversed 
(bolt head on opposite side of 
plate) for proper assembly. In 
addition, manifold, shelf and bin 
bar are also shipped with 
EEEE----ZZZZ    NNNNuuuuttttsssswhich may be 
inserted from the front of the 
upright rather than from the top. 
See separate instructions.



ENSAMBLE
1. Extienda todos los componentes. Localice la barra para

contenedores, el múltiple, los dos travesaños de aluminio de
42 3/8” de largo, los dos rieles para soporte horizontales de
24” de largo, un riel para herramientas de 60” de largo, dos
discos para ganchos, un carro para herramientas, dos topes
finales, una manguera para aire, cuatro rodillos y los tapones
finales de plástico (Fig. 1). Coloque a un lado.

2. Localice las dos piezas laterales inferiores de 36” de largo,
las dos ménsulas en ángulo y las dos placas en T. Coloque las
piezas de aluminio sobre el piso con la ranura grande hacia
abajo. Una las ménsulas en ángulo y las placas en T a las
piezas laterales, deslizando las tuercas para canal dentro de
los rieles de aluminio. Acomode como se muestra en la Figura
2 y apriete las tuercas para canal para fijar.

NOTA:
Las tuercas para canal deben aco-

modarse con la parte más larga atrav-
esando la abertura del riel de aluminio.

3. Localice los dos soportes de 84” de largo, la ménsula para
el marco derecha y la ménsula para el marco izquierda. Una
las ménsulas a los soportes a 2.6” del extremo del riel de alu-
minio (Fig. 3) Apriete con una llave para fijar.

NOTA:
Es necesario realizar los sub-montajes “Derecho” e

“Izquierdo”. Los marcos laterales deben verse como “reflejo”
uno del otro.

4. Localice los dos tirantes en ángulo de aluminio de 45° y las
cuatro ménsulas para tirantes en ángulo de aluminio de 45°.

Monte las ménsulas sobre los tirantes. Oriente las ménsulas
como se muestra y deslice hacia su lugar sobre las piezas del
marco inferiores (Fig. 4). En este momento, apriete con los
dedos las ménsulas para los tirantes en ángulo.  

5. Monte un soporte al ensamble del marco lateral inferior cor-
respondiente, deslizándolo sobre la ménsula para tirante en
ángulo y la ménsula en ángulo triangular. Apriete con una llave
para asegurar los pernos de la placa sobre la ménsula en
ángulo. Acomode el tirante en ángulo de aluminio, de manera
que los extremos queden apretados hacia el soporte y la pieza
lateral inferior. Revise para asegurarse que el soporte quede
cuadrado con la pieza lateral inferior y apriete con una llave
todos los pernos (Fig. 5). Repita con el otro marco lateral. 
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ASSEMBLY

1.  Lay out all components.  Locate bin bar, shelf,  
manifold, two 42 3/8" long aluminum cross members, 
two 24" long horizontal support rails, one 60" long 
tool rail, two hanger disks, one tool trolley, two end 
stops, one air line, four casters, and plastic end 
caps (Fig. 1).  Set aside.

2.  Locate two 36" long lower side members, two angle 
brackets and two T-plates.  Place aluminum side 
members on floor with large slot down.  Affix angle 
brackets and T-plates to side members by sliding 
track nuts into aluminum rails.  Position as shown
in Figure 2, and tighten track nuts to secure.

NOTE:
Track nuts must be positioned with long

dimension running across opening in
aluminum rail.

3.  Locate two 84" long uprights, right hand framing 
bracket and left hand framing bracket.  Affix framing 
brackets to uprights 2.6" from end of aluminum rail 
(Fig. 3).  Wrench tighten to secure.

NOTE:
“Right hand” and “Left hand” sub-assemblies 

are required.  Make side frames “mirror images”.

4.  Locate two 45
O

aluminum angle braces and four 
45

O
angle brace brackets.  Assemble angle brace 

brackets to 45
O

aluminum angle braces.  Orient 
angle brace brackets as shown and slide into 
position on lower frame members (Fig. 4). Finger 
tighten angle brace brackets at this time. Secure 
second set of T-plates to lower side members.    

5.  Assemble one upright to corresponding lower side 
frame assembly by sliding onto angle brace bracket 
and triangular angle bracket. Wrench tighten locking 
plate bolts on angle bracket.  Position aluminum 
angle brace so that ends are tight against lower side 
member and upright.  Check to make sure upright is 
square with lower side member and wrench tighten 
all bolts (Fig. 5).  Repeat for other side frame.  
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Figura 7.
TERMINACIîN DEL ENSAMBLE DEL MARCO 
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8.  Lay unit on its side and install casters or optional 
glide feet (Fig 8).  Stand unit upright.

IMPORTANT NOTE:
Pre-assembly planning is important.

Accessories load from the top of the frame uprights. 
Options such as Power Strip and Swing Arm mounting brack-
ets must be installed in orderand at the same time as the Bin

Bar, Shelf and Manifold (Steps 9Ð11).

9.  Loosen unused track nuts on Bin Bar T-plates
and slide unit onto top/front of uprights. 
Position Bin Bar at desired height and securely 
tighten all bolts. (Refer to Figure 1.)  Loosen track 
nuts holding T-plates to Bin Bar or Manifold if 
required to achieve proper fit. Retighten.

10.  Loosen track nuts on Shelf mounting brackets 
and slide unit onto uprights in same manner as 
Bin Bar.  Adjust shelf tilt and securely tighten all 
bolts. (Refer to Figure 1.) 

11.  Loosen unused track nuts on Air Manifold T-plates 
and slide unit onto uprights in same manner as 
Bin Bar.  Position Manifold with top of T-plates a 
minimum of 8.5" down from top of upright and 
securely tighten all bolts. (Refer to Figure 1.) 
Height of Bin Bar, Shelf, Manifold, or other 
accessories may be modified after assembly 
is completed. 

12. Slide Angle Brackets onto front side of uprights.  
Slide 24" long horizontal support rails onto top of 
angle brackets.  Adjust so that tops of support rails 
are flush with top ends of uprights and so that 
support rail end butts firmly against upright.  
Tighten bolts to hold securely in place.  (Refer to 
Figure 1).

6.  Lay one side frame assembly (Step 5) flat.  Slide 
two 42 3/8" long cross members into T-Plates at 
bottom and third 42 3/8" cross member into 
Framing Bracket at top. Slide cross members tight 
against side frame members and securely tighten 
track nut bolts (Fig 6).

7.  Stand assembly upright and attach other side frame 
(Fig 7).  Square unit and securely tighten all bolts.
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